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All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.

For ordering information, see next page

location: 
DAMPSEMI-fluSh Mount cEIlIng

Pahu 16 ceiling shown in clear with no inner glass (c00707-ni)

p A H U  8  /  1 2  /  1 6

SPECIFICATIONS:
DESCRIPTION
Semi-flush mounted ceiling luminaires, featuring handcrafted glass.  “near ceiling” 
design creates soft ceiling glow. three sizes are available with additional options 
of no inner glass.

LAMPING
Standard: A19 or A21 120V incandescent, lamp not included. Dimmable with 
standard incandescent dimmer (not included). 
Edison: 40W Edison filament Medium-based, 120V, lamp included. (for no Inner 
glass option only) 
LED Edison: 7W Replaceable S-Style lED filament lamp, 120V, cl dimmable, 
2200°K cct, 540 lumens, 15,000 hours, lamp included. (for no Inner glass option 
only) 
LED: 11W Replaceable lED source, 120V, cl dimmable, 80+ cRI, 2800°K cct, 1100 
lumens, 30,000 hours. lamp included.  (not available for no Inner glass option)

DIFFUSER 
Inner shade shall be handcrafted opal glass. 
outer shade shall be handcrafted glass of various decors. 
Pahu 8 #X00607: 7.875” Dia. x 9.875” h 
Pahu 12 #X18407: 11.75” Dia. x 10.625” h 
Pahu 16 #X00707: 15.75” Dia. x 11.75” h 
Opening sizes: 3x7mm holes.

CONSTRUCTION  
canopy (5” dia.) is plated stamped steel. canopy and glass retainer hardware are 
available in either Bronze or Satin nickel finish.

MOUNTING
Installs directly to a 4” octagonal outlet box, centered on fixture.  
90°c supply wire required for incandescent lamping. 

LABELS
ul or Etl listed. Suitable for Damp locations (interior use only).
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Glass Options
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ORDERING:

SEMI-fluSh Mount cEIlIng
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Project Information:
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7.875”
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11.75”
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Pahu 16:

Pahu 12: 

(No Inner Glass)

(No Inner Glass)

FIXTURE - sHADE OpTIOns - LAmp OpTIOns - mETAL FInIsH - OpTIOns
1Km Ceiling A00607 8” Trans. Amethyst/Opal (blank) 100W A19 Incan BR Bronze nI No Inner

C00607 8” Clear/Opal EDI 40W Edison, sn Satin  Nickel glass, 1 Lt.
G00607 8” Trans. Armagnac/Opal (For NI Option) LW Lower
L00607 8” Trans. Olive/Opal EDIL 7W LED Filament, Wattage
s00607 8” Trans. Smoke/Opal (For NI Option) labeling

LED 11W LED 120V,
dimmable

FIXTURE - sHADE OpTIOns - LAmp OpTIOns - mETAL FInIsH - OpTIOns
1Km Ceiling A18407 12” Trans. Amethyst/Opal (blank) 100W A19 Incan BR Bronze nI No Inner

C18407 12” Clear/Opal EDI 40W Edison, sn Satin  Nickel glass, 3 Lt.
G18407 12” Trans. Armagnac/Opal (For NI Option) LW Lower
L18407 12” Trans. Olive/Opal EDIL 7W LED Filament, Wattage
s18407 12” Trans. Smoke/Opal (For NI Option) labeling

LED 11W LED 120V,
dimmable

FIXTURE - sHADE OpTIOns - LAmp OpTIOns - mETAL FInIsH - OpTIOns
1Km Ceiling A00707 16” Trans. Amethyst/Opal (blank) 150W A21 Incan BR Bronze nI No Inner

C00707 16” Clear/Opal EDI 40W Edison, sn Satin  Nickel glass, 3 Lt.
G00707 16” Trans. Armagnac/Opal (For NI Option) LW Lower
L00707 16” Trans. Olive/Opal EDIL 7W LED Filament, Wattage
s00707 16” Trans. Smoke/Opal (For NI Option) labeling

LED 11W LED 120V,
dimmable
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