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Project Information:

All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.

sconces outdoor location: 
WETsconces outdoor location: 
WET
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SPECIFICATIONS:
DESCRIPTION 
the Gabby outdoor wall sconce is a modern fixture design composed of 
a painted finished mounting bracket and a painted face, accented by a 
prismatic bottom diffuser for shielded downlight and clear backing for 
a glowing halo effect. the contemporary styled “metal” accent actually 
consists of molded glass with a durable painted finish, which combined 
with the powder coat, die cast aluminum fitter results in a non-corrosive 
assembly.

LAMPING 
Standard: 60W A19  Medium-based 120V incandescent, lamp not 
included. dimmable with standard incandescent dimmer (not included).  
LED: 10W replaceable Led source, 120V, cL dimmable, 90+ crI, 3000°K 
cct, 865 lumens, 30,000 hours, lamp included. 

DIFFUSER 
diffuser shall be handcrafted clear glass with a painted face in variuos 
decors. 8.25” L x 8.25” H x 4.75” d

CONSTRUCTION 
stamped aluminum fitter is powder coated white. Glass is secured by 
stainless steel set screws.

MOUNTING 
Installs directly to a 4” octagonal outlet box. 75°c supply wire required for 
incandescent lamping.

LABELS 
uL or etL Listed. suitable for Wet Locations (interior or exterior use).

black/clear (gabbybk) & gold/clear (gabbygd)

G a b b y

ORDERING:

E x .  G A B BYB K
G a b b y  S c o n c e ,
B l a c k / C l e a r  S h a d e

DECOR - Lamp OptiOns
GaBBYBK Black/Clear (blank) 1x 60W A19 Incan
GaBBYGD Gold/Clear LED 10W LED

865 lumens
3000K

8.25”5”

4.75”

8.25”


