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Project Information:

All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.

sconces wall location: 
DAMP

P o n t a

ORDERING:

ADA

COMPLIANT
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FIXTURE - LAMP OPTIONs - METAL FINIsh - OPTIONs
PONTA Ponta LED 20W LED, BK Black 277 277V

3000K Wh White DIM010 0-10 Dimming
LED35 3500K
LED40 4000K E x .  P O N TA- L E D - B K

Po n t a  Wa l l ,  B l a c k  F i n i s h

Black

White

SPECIFICATIONS:
DESCRIPTION
With its clean lines and modern design, the Ponta wall sconce casts soothing 
top and bottom glow while projecting visual interest from its slotted sides. 
Available in a matte finish, they effortlessly enhance the aesthetic appeal of any 
space via its stylish low profile form factor. Furthermore, the Ponta sconce is ADA 
compliant, ensuring adherence to accessibility standards.

LAMPING
LED: 20W integrated source, 120V, ELV dimmable, 90+ CRI, 3000°K CCT,  
2000 lumens, 30,000 hours. 

CONSTRUCTION
Aluminum faceplate and frosted acrylic side diffuser. 13” L x 11” H x 2.5” D

METAL FINISH
Fixture shall be finished in Black or White.

MOUNTING
Installs directly to a 4” octagonal outlet box. Wall-mount only.

LABELS
UL or ETL Listed. Suitable for Damp Locations (interior use only).
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